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A B S T R A C T
Background: Periprosthetic femoral fracture is a severe complication of total hip arthroplasty. A previous review
published in 2011 summarised the biomechanical studies regarding periprosthetic femoral fracture and its
fixation techniques. Since then, there have been several commercially available fracture plates designed spe-
cifically for the treatment of these fractures. However, several clinical studies still report failure of fixation
treatments used for these fractures.
Methods: The current literature on biomechanical models of periprosthetic femoral fracture fixation since 2010
to present is reviewed. The methodologies involved in the experimental and computational studies of peri-
prosthetic femoral fracture fixation are described and compared with particular focus on the recent develop-
ments.
Findings: Several issues raised in the previous review paper have been addressed by current studies; such as
validating computational results with experimental data. Current experimental studies are more sophisticated in
design. Computational studies have been useful in studying fixation methods or conditions (such as bone
healing) that are difficult to study in vivo or in vitro. However, a few issues still remain and are highlighted.
Interpretation: The increased use of computational studies in investigating periprosthetic femoral fracture fixa-
tion techniques has proven valuable. Existing protocols for testing periprosthetic femoral fracture fixation need
to be standardised in order to make more direct and conclusive comparisons between studies. A consensus on the
‘optimum’ treatment method for periprosthetic femoral fracture fixation needs to be achieved.
1. Introduction
Periprosthetic femoral fractures (PFF) is a severe complication fol-
lowing total hip arthroplasty (THA); the rate of intraoperative PFF
ranged from 0.1–27.8% and of postoperative from 0.07–18%. PFF are
more frequent in uncemented than cemented both in primary and re-
vision THA (e.g. Biggi et al., 2010; Dubov et al., 2011; Fleischman and
Chen, 2015; Kenanidis et al., 2018). PFF account for approximately 6%
of revision cases and are the third most common reason for revision
surgery after aseptic loosing and infection (e.g. Lewallen and Berry,
1998; Lindahl et al., 2006; Marsland and Mears, 2012). This number is
expected to rise substantially by 2030, with the increase in life ex-
pectancy of the general population also leading to a rising incidence of
total hip arthroplasties (THAs), with PFF also expected to rise pro-
portionally (Della Valle et al., 2010).
PFF can occur intra-operatively or post-operatively, creating a
variety of different fracture configurations at different locations; many
researchers classify PFF based on fracture type, position on the femur,
and bone quality. The Vancouver classification system is the most
widely used and accepted classification system for PFF (Duncan and
Masri, 1995; Learmonth, 2004; Moazen et al., 2011). Fractures classi-
fied as Type A are fractures involving the trochanteric area. The ma-
jority (approximately 75%, − Lochab et al., 2017; Lever et al., 2010) of
PFF, however, are Type B; located around and just distal to the tip of
the stem, and are subdivided as B1 with the stem stable and good bone
stock, B2 with the stem unstable and good bone stock, and B3 with stem
unstable and significant bone loss. Type C are fractures located distal to
the stem (Capone et al., 2017; Leonidou et al., 2013; Tsiridis et al.,
2009).
These fractures can be challenging to manage and treat, and are
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most commonly found in osteopenic elderly women, or in patients who
have experienced loosening of the femoral stem following low energy
trauma (Kenanidis et al., 2018; Shah et al., 2011). Given the complex
nature of PFF treatment, due to the combination of the fractured bone
and existing prosthesis (Moazen et al., 2011), many factors are required
to be taken into consideration in the treatment of PFF; e.g., sex, age,
bone quality, fracture topography, previous hip revision procedures,
implant stability, and types (e.g. cemented vs. uncemented stem - Della
Valle et al., 2010). The Unified Classification System (UCS); a recently
proposed treatment algorithm developed by Duncan and Haddad
(Duncan and Haddad, 2014), outlines the principles of PFF treatment.
Treatment for Type A fractures is dependent on two factors; fracture
displacement and the importance of soft tissue attached. Non-displaced
Type A fractures are typically non-operative and treated conservatively.
In cases of displacement of the greater trochanter, surgical treatment
typically uses cerclage wires or hook cable plates for fixation. In cases of
the lesser trochanter, if the fracture compromises the stability of the
implant, cerclage wiring and implant revision may be considered (Biggi
et al., 2010; Schwarzkopf et al., 2013). Management of Type B fractures
is determined by subtype. B1 fractures can be treated by reduction and
fixation using minimally invasive plate osteosynthesis (MIPO). In B2
fractures, revision surgery with a longer stem is commonly used. B3
fractures require more complex reconstruction or salvage procedures
(megaprosthesis, allograft/stem composite). Type C fractures can be
treated as a non-periprosthetic fracture. Specialized techniques can be
used in some cases if hardware required for fixation will extend towards
the implant, such as cerclages and unicortical screws (Capone et al.,
2017; Duncan and Haddad, 2014).
While the Vancouver classification determine the treatment for PFF,
many clinical cases still report failure of femoral fracture fixation due to
mismanagement; the misclassification of B1 and B2 fractures is the
main reason for the greater reported failure of B fractures (Kenanidis
et al., 2018). For example, up to 20% of loose stems are missed on
preoperative radiologic evaluation; many surgeons also fail to ade-
quately test stem stability in the operating room leading to in-
appropriate selection of surgical methods for treatment (Fleischman
and Chen, 2015; Niikura et al., 2014). This suggests that protocol for
classifying PFF and subsequent fixation method is still insufficient. In-
deed the reliability of any classification system depends on inter-ob-
server and intra-observer consistency (Rayan et al., 2008). Optimal
management of PFF remains controversial and debated, given that
adequate fixation needs to be achieved without compromising the
stability of the hip prosthesis. Although PFF is a rare complication,
understanding risk factors and optimum treatment for fixation is still of
high importance, as one study documented a higher risk of death after
PFF compared with a similar population of patients undergoing un-
complicated THA (Della Rocca et al., 2011; Lindahl et al., 2007).
Finite element (FE) analysis is a computational modelling technique
that allows prediction of the mechanical behaviour of structures. Used
for orthopaedic biomechanics since the early 1970's it has been in-
creasingly utilized by a number of authors to study structural-me-
chanical problems such as stress and strain analysis of bone, joints, and
load-bearing implants (Huiskes and Chao, 1983; Kluess et al., 2010).
Computer modelling allows a large number of scenarios to be tested
with little extra cost per test making it advantageous over traditional
experimental studies. To optimise management of PFF fixation, there
have been a number of computational studies dedicated to simulating
their biomechanics.
In 2011, Moazen et al. summarised the biomechanical research in-
vestigating PFF fixation following THA and its treatment methods.
However, since then, there has been a large influx of biomechanical and
computational studies carried out, and this is the basis of this paper.
The aim of this paper was to provide an updated review of current
research relating to PFF following THA published since 2011; currently,
available literature pertinent to the biomechanical analysis of PFF
treatment methods will be examined. Results of the experimental and
computational studies conducted from 2010 to present and their trends
were evaluated. Results from this review were critically compared to
previous studies, highlighting any evolutions in biomechanical analysis
of treatment methods for PFF.
2. Methodology
Computerised scientific journal databases, i.e. Scopus, Google
Scholar, PubMed, and Web of Science were searched with the following
keywords: Biomechanical testing, analysis, Finite element analysis,
computational modelling, periprosthetic femoral fractures, and total
hip arthroplasty. All studies from the above-mentioned searches were
then reviewed; studies were included if they met the following criteria:
(1) English Language; (2) Biomechanical or computational studies of
PFF after THA (3) femoral fractures. Additionally, all studies prior to
2010 were excluded as they were reviewed previously (Moazen et al.,
2011). In total 39 articles were retrieved, with 30 experimental studies
and 9 computational studies. In order to maintain linearity and con-
tinuation, this paper will follow the same format as the previous review.
2.1. Experimental methods
A total of 30 experimental studies were reviewed. In many of the
present experimental studies, the basic methodology described by
Moazen et al. (2011) remained the same. The previous paper high-
lighted three specific aspects in the experimental methodologies; type
of specimen, loading protocol, and methods of measurement. Meth-
odologies in respect to those three aspects typically remained the same,
and in-depth details of these can be referred back to the previous re-
view. For most of the studies, mechanical performance is compared by
stabilizing a periprosthetic fracture in both a cadaveric or synthetic
femur, and different loading protocols are applied to the construct (see
Table 1).
2.1.1. Specimen type and repeatability
Despite basic methodology remaining the same, several noteworthy
factors have emerged from the reviewed studies; in particular, current
studies using cadaveric femora use a higher number of specimens
compared to previous studies; where typical sample size ranged from 5
to 16 cadaveric specimens, compared to a sample size range of 10 [5
pairs – (Konstantinidis et al., 2010)] to 24 (Lehmann et al., 2010; Lenz
et al., 2014) cadaveric specimens. One exception to this is Lenz et al.
(2013) who used 45 cadaveric 70mm segments of femora. In some
studies, authors used the same femur to test different fracture scenarios;
Ebrahimi et al. (2012) utilized a single synthetic femur to test experi-
mentally and computationally model and mimic the same femur while
intact, after injury, repair, and healing. While most studies used bone
mineral density matched cadaveric femora, to ensure no lesions or pre-
existing fracture, Lehmann et al. (2010) used an osteoporotic bone
model, to represent the group with the highest incidence of PFF. While
most cadaveric bones used were fresh frozen, two studies used em-
balmed femora (Demos et al., 2012; Konstantinidis et al., 2010).
2.1.2. Representation of loads and surrounding conditions
In respect to loading modes and surrounding conditions, higher
loading modes have been used by several authors. In previous studies
(Moazen et al., 2011), only 500 N could be seen used repeatedly for
non-destructive monotonic tests; in present studies, loads of 700 N
(Choi et al., 2010; Graham et al., 2015) to 2500 N (Pletka et al., 2011)
have been used. A loading mode not seen in previous papers is four-
point bending (Lenz et al., 2016a, 2016b; Lever et al., 2010; Lochab
et al., 2017) and in one case three-point bending (Choi et al., 2010);
examples of these can be seen in Fig. 1. The basic experimental setup
seen in most of the experimental studies can be referred back to the
previous review (Moazen et al., 2011). There is little consensus seen on
loading protocols; loads to failure was also not consistent across the
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studies, an issue that was raised previously. Boundary conditions,
magnitudes, and direction of loads applied varied between authors,
seen in Table 1.
The majority of studies reviewed here studied the biomechanical
performance of typical variations of an Ogden construct; specifically
examining the performance of the plate fixation and its fixation method
to the femur via screws, cables, wires or in some cases struts. However,
several new trends and parameters may affect the outcome of the
fixation method examined across the studies published that was not
investigated previously; including fracture gap, type of plate used, and
screws and cement mantle integrity. These will be described below with
an overview of the materials and methods, and updated parameters
used in the studies.
2.2. Overview of recent developments
2.2.1. Fracture configuration
Most studies simulated a Vancouver B1 type fracture in their stu-
dies. Introduction of an osteotomy to simulate PFF was most commonly
generated using a saw; although fracture position and configuration
Fig. 1. Schematic diagram of different examples of loading methods used in tests.
A) 4-point bending (Medio-lateral) (Lever et al., 2010).
B) 3-point bending (Choi et al., 2010).
C-D) The embedded femoral shaft bone was connected to the actuator of the testing machine via a xy-table. Setup for axial loading (C) and lateral torsional loading
(D) shown. (Lenz et al., 2013).
E) Test set up of specimen positioned in 12° valgus for cyclic testing. Distal part of femur is potted in PMMA cement (Lenz et al., 2012a).
Fig. 2. Schematic diagram of different fracture gap
variations used in experimental methods.
A) Fracture Gap (Choi et al., 2010; Giesinger et al.,
2014; Graham et al., 2015; Griffiths et al., 2015;
Gwinner et al., 2015; Konstantinidis et al., 2010;
Lochab et al., 2017; Sariyilmaz et al., 2014; Shah
et al., 2011).
B) No gap (Brand et al., 2014; Frisch et al., 2015;
Griffiths et al., 2015; Hoffmann et al., 2014;
Konstantinidis et al., 2017; Lehmann et al., 2010;
Lenz et al., 2012a, 2012b, 2016a; Lever et al., 2010;
Pletka et al., 2011).
C) Fracture gap filled with cement (Giesinger et al.,
2014).
D) Fracture gap with a wedge-like cut (Gwinner
et al., 2015; Wähnert et al., 2014, 2017).
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varies between the studies (Table 1). In many studies, no fracture gap
was left after the osteotomy, in order to simulate a stable fracture
pattern (Brand et al., 2014; Frisch et al., 2015; Griffiths et al., 2015;
Hoffmann et al., 2014; Konstantinidis et al., 2017; Lehmann et al.,
2010; Lenz et al., 2012a, 2012b, 2016a; Lever et al., 2010; Pletka et al.,
2011). Other studies implemented a fracture gap (where the femur was
not fixed as if anatomically reduced, and a gap was left between the
fracture), typically below the tip of the hip stem prosthesis; fracture gap
implemented ranged from 5mm to 20mm (Choi et al., 2010; Giesinger
et al., 2014; Graham et al., 2015; Griffiths et al., 2015; Gwinner et al.,
2015; Konstantinidis et al., 2010; Lochab et al., 2017; Sariyilmaz et al.,
2014; Shah et al., 2011). Fracture gaps were typically used to mimic a
fragmented fracture model (Sariyilmaz et al., 2014). Wähnert et al.
(2014, 2017) and Gwinner et al. (2015) created a 45° and horizontal cut
as the osteotomy gap, and a triangular wedge segment was removed.
The fixed fracture with a gap between the proximal and distal frag-
ments eliminates the compressive effect of the fragments, isolating the
proximal fixation during testing and simulating a “worst-case” scenario
with a comminuted fracture with no cortical apposition (Demos et al.,
2012). See Fig. 2 for examples of different fracture gap configurations.
A few studies investigated the effect of fracture gap and no fracture
gap (Giesinger et al., 2014; Graham et al., 2015; Griffiths et al., 2015);
Giesinger et al. (2014) filled the osteotomy gap with cement after
creating a fracture to simulate ‘healed’ fracture situation. In two stu-
dies, no fracture was created to simulate a healed periprosthetic frac-
ture situation (Walcher et al., 2016) or a femur prior to fracture
(Ebrahimi et al., 2012). Some studies did not use the distal part of the
femur distal to the osteotomy; the femur and plate construct was cut
accordingly (Brand et al., 2014; Lenz et al., 2012b, 2013, 2014; Lewis
et al., 2015).
2.2.2. Plate type
With the recent interest in advancing strategies for PFF treatment,
specialized plates have been developed for PFF, commercialized, and
used in recent studies published; these include hook plates, locking
compression plates (LCP), Variable Angle Locking plate (VA-LCP),
locking attachment plates (LAP), Dall-Miles plates, cable-ready system,
and non-contact bridging plate. Currently, the two main periprosthetic
systems on the market and most notably studied are the Locking
Compression Plate (LCP –Synthes, Solothurn, Switzerland) and Non-
Contact Bridging Periprosthetic Proximal Femur Plate (NCB PP-
Zimmer GmbH, Winterthur, Switzerland). Most researchers used these
systems in their studies, and a few were interested in the direct com-
parison of different construct systems (Konstantinidis et al., 2010; Lever
et al., 2010; Lewis et al., 2015; Wähnert et al., 2014). Some authors
investigated the effect of strut allografts in place of a fracture plate or a
fracture plate used in conjunction with a strut (Choi et al., 2010; Lochab
et al., 2017; Sariyilmaz et al., 2014). The biomechanical performance of
using two fracture plates on a single fracture (Fig. 3) was also in-
vestigated by several authors (Choi et al., 2010; Lenz et al., 2016a;
Wähnert et al., 2017).
Several authors also studied use of bicortical screws for proximal
plate fixation; Lochab et al., 2017; Griffiths et al., 2015; Gwinner et al.,
2015; Hoffmann et al., 2014; Konstantinidis et al., 2010; Lenz et al.,
2012b, 2014, 2016a, 2016b; Lewis et al., 2015; Wähnert et al., 2014,
2017). One recent commercial development and a method used to
achieve proximal bicortical fixation was the locking attachment plate
(LAP); a clamp-on plate that is compatible and can be used in con-
junction with a conventional locking compression plate (LCP) in the
treatment of PFF; the lateral arms allows for bicortical offset screw
placement laterally to the prosthesis stem (Synthes, Solothurn, Swit-
zerland) (Lenz et al., 2016b). The design of the NCB PP plate (Zimmer
GmbH, Winterthur, Switzerland) also allows for proximal bicortical
screw fixation. Fig. 3 shows examples of typical variations of the PFF
fixation construct used.
2.2.3. Screws and cement mantle
A clinical concern regarding the way that a construct fixation is
applied is the potential breach of cement mantle integrity; in particular,
cortical screw tips infringing the cement mantle and potentially leading
to substantial cement fracture and eventual hip implant loosening
(Lever et al., 2010). Two authors (Kampshoff et al., 2010;
Konstantinidis et al., 2017) studied the role of cement mantle integrity
and screws in PFF. Konstantinidis et al. (2017) deliberately made a
more brittle mantle by using hand-mixed rather than the advised va-
cuum mixed cement, and Kampshoff et al. (2010) forgoed typical plate
fixation setup and investigated the effect of different screw implanta-
tion techniques by directly drilling different screws in the cement.
Brand et al. (2014) proposed and investigated a novel fixation method –
intraprosthetic fixation; where screws that fixed the fracture plate to
the bone were also drilled and fixed to the cemented hip implant. An-
other important factor to note is that the risk of fractures is higher
around the uncemented compared to the cemented implants
(Fleischman and Chen, 2015). This is perhaps due to the higher inter-
aoperative risk of fracture for uncemented implants (Wyatt, 2014). To
best of our knowledge eight studies so far have investigated bio-
mechanics of PFF fixation in uncemented hip implants (Frisch et al.,
2015; Gordon et al., 2016; Gwinner et al., 2015; Hoffmann et al., 2014;
Lenz et al., 2012b; Sariyilmaz et al., 2014; Wähnert et al., 2014, 2017).
2.3. Computational methods
A total of nine computational studies were reviewed in this paper,
and the following section will examine the computational method used.
Prior to 2010, there were only two computational studies investigating
the biomechanics of PFF fixation. The previous review paper (Moazen
et al., 2011) highlighted three main aspects in the computational
methodologies; 1) representation of the femoral bone and fracture, 2)
representation of the loads and surrounding conditions in silico, and 3)
simulation predictions and accuracy. In-depth detail of these meth-
odologies can be referred back to the previous paper. Here, develop-
ments to these three aspects described above are discussed, with the
representation of the femoral construct instead of the femoral bone
being highlighted, as well as current trends.
2.3.1. Representation of the femoral construct and accuracy
The increase in present computational capabilities allow for more
geometrically accurate modelling of individual parts of the construct.
Computational representation ranged from a simplified parametric FE
model of a typical construct (Leonidou et al., 2015; Moazen et al., 2012)
to more geometrically accurate 3D models. (Avval et al., 2016; Chen
et al., 2012; Ebrahimi et al., 2012; Moazen et al., 2013, 2014; Shah
et al., 2011; Wang et al., 2016). A clinical case was modelled using a
simplified parametric FE model of the PFF fixation construct (Moazen
et al., 2012). The bone, hip stem, and cement mantle were modelled as
concentric cylinders. A simplified representation of a fracture fixation
plate was used, and screws were modelled as cylinders with no screw
thread or head. The model was validated against a clinical case study,
suggesting that simplified models are sufficient when modelling dif-
ferent construct configurations. Older computational studies generated
low resolution meshes [928–2184 elements (Mann et al., 1997; Mihalko
et al., 1992)] in comparison to current computational capabilities
[61000–400,000 elements (Chen et al., 2012; Ebrahimi et al., 2012;
Leonidou et al., 2015; Moazen et al., 2012; Wang et al., 2016)]. All
studies used tetrahedral elements to mesh components.
2.3.2. Representation of the loads and surrounding conditions
In almost all studies, FE models assumed the femur had linear,
isotropic, and elastic properties. Studies performed by several current
authors showed that linear behaviour was a good approximation for
femurs when comparisons of FEA, synthetic femurs, and human cada-
veric femurs were made (Dubov et al., 2011). However, in many
K. Wang et al. Clinical Biomechanics 61 (2019) 144–162
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studies, the bone quality that was simulated experimentally and com-
putationally were considered normal healthy bone stock, and not os-
teoporotic bone seen in PFF patients. Although Dubov et al. (2011)
noted that relative performance of constructs would likely remain the
same.
2.4. Overview of recent developments
2.4.1. Fixation methods
Classical computational studies of PFF fixation (Mann et al., 1997;
Mihalko et al., 1992) investigated the effects of different stem lengths as
treatment methods, although Mihalko et al. (1992) also studied the
effect of plate fixation. Recent studies investigated a wider range of
different fixation methods, and also the effect of fracture stability, bone
quality, and fracture type. Fixation methods in present studies can be
divided into two categories. The first category considers the effect of
different plate fixations (Avval et al., 2016; Moazen et al., 2012, 2014;
Moazen et al., 2013; Wang et al., 2016), typically direct comparisons
between two plate types are made; such as rigid vs. flexible plating
(Moazen et al., 2012), comparisons between the performance of stain-
less steel (SS) vs. titanium (Ti) plate fixations and plate thickness
(Moazen et al., 2012, 2013), double cable fixation vs. locking plate vs.
multi-directional plate (Wang et al., 2016), double plating (Moazen
et al., 2014), and lateral vs. anterior plating (Avval et al., 2016). Plate
fixation and long stem revision options under partial and full weight
bearing conditions were also carried out by one group (Moazen et al.,
2014). The second category considers the biomechanical performance
of different variations of a typical Ogden construct; typically this in-
volves different configurations of cable, wires, or screws positions
(Chen et al., 2012; Dubov et al., 2011). Four studies modelled un-
cemented hip implants in their studies (Avval et al., 2016; Chen et al.,
2012; Moazen et al., 2012; Wang et al., 2016)
2.4.2. Effect of fracture stability, bone quality, and fracture type
While the majority of computational studies focused on Vancouver
B1 type fractures; there were several authors did investigate treatment
methods for different fracture types (Leonidou et al., 2015; Moazen
et al., 2012, 2014), in one instance a Vancouver type C clinical case
comparing initially failed fixation vs a successful revision fixation was
carried out (Moazen et al., 2012). Femoral fracture stability and bone
quality was also computationally modelled by several authors (Avval
et al., 2016; Ebrahimi et al., 2012; Leonidou et al., 2015; Moazen et al.,
2013); Ebrahimi et al. (2012) investigated the stiffness and peak bone
stress of the same femur after injury, repair, and healing with respect to
its intact condition. Stable vs unstable fracture on plate fixation per-
formance was also investigated (Moazen et al., 2013).
Avval et al. (2016) studied femoral density changes and bone re-
modelling in the femur in response to a bone fracture plate and un-
cemented hip stem implant using a validated mechano-biochemical
model. Bone was hypothesized as a thermodynamic system that ex-
changes energy, matter, and entropy with its surroundings. The model
they used assumed that the mechanisms of bone remodelling are exe-
cuted by bone resorption and bone formation phases through five
biochemical reactions (i.e. formation of multinucleated osteoclasts, old
bone decomposition, production of osteoblast activator, osteoid pro-
duction, and calcification.)
One study, by Leonidou et al. (2015) modelled an osteoporotic bone
situation by developing three models with different canal thickness
ratios (CTR) to represent poor, average, and best bone quality. Further
three models were developed with angle fractures varying from un-
stable transverse (0°), and short oblique (146 °) to the stable long ob-
lique configuration (76 °). Additional three models were developed with
fracture at the tip of the stem, 4mm, and 14mm below the tip of the
stem.
3. Results
Key results of the experimental and computational cases studied are
summarised in Table 2. Several studies using computational methods
were validated with experimental results (Dubov et al., 2011; Ebrahimi
et al., 2012; Lenz et al., 2013; Moazen et al., 2013; Shah et al., 2011).
The issue of lack of standardization between tests seen in past studies
still exists, making it difficult to make direct comparisons. Most tests,
like those seen in previous studies, show that increasing the overall
rigidity of the construct increases the stability of the fracture. Rigidity
was measured by the overall stiffness of the instrumented femur or by
Fig. 3. Schematic diagram of different plate fixation methods onto a femoral construct with a hip stem.
A-C: Schematic diagram of a typical Ogden construct (A) and a construct with an additional plate fixed with wires (B) or with screws (C). (Choi et al., 2010).
D-E: Schematic diagram showing a construct with an additional LAP plate attached proximally to the plate (D), and with an additional LCP plate placed anteriorly
(E). (Lenz et al., 2016a).
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motion across the fracture. However, the recent literature has indicated
that biomechanically, better plate fixation is not dependent on the ri-
gidity of a structure alone (Lujan et al., 2010; Moazen et al., 2012).
Results indicate that better plate fixation can be achieved by:
1) Fixation with screws, or screws with cables, in preference to cables
and wires. (Chen et al., 2012; Graham et al., 2015; Lenz et al., 2013;
Lever et al., 2010; Shah et al., 2011; Wang et al., 2016)
2) Proximal fixation using bicortical screws instead of unicortical
(Gwinner et al., 2015; Hoffmann et al., 2014; Konstantinidis et al.,
2010; Lenz et al., 2014; Lewis et al., 2015); or addition of a LAP or
LAP-like construct (Griffiths et al., 2015; Lenz et al., 2012b, 2016a)
3) Double plating (Use of additional plate in fixation) (Choi et al.,
2010; Lenz et al., 2016a; Wähnert et al., 2017); or strut (Lochab
et al., 2017; Sariyilmaz et al., 2014)
4) Intraprosthetic fixation (Brand et al., 2014)
5) Use of long stem revision. (Gordon et al., 2016; Moazen et al., 2014)
6) Larger bridging length (Moazen et al., 2012; Walcher et al., 2016)
7) Application of far cortical locking technology (Moazen et al., 2016)
8) Positioning of Screws or Cable-screws (Dubov et al., 2011;
Konstantinidis et al., 2017)
Many authors reported that in cases of good bone stock (typically
Vancouver B1 type fractures), fixation with plate and screws provided
most stability. Shah et al. (2011) showed that plate-screws with addi-
tional proximal cable fixation were the best choice for healthy bone; in
cases of osteoporotic bone, a plate without proximal holes and proximal
fixation with only cables was supported. A similar result to Shah et al.
(2011) was reported by Demos et al. (2012). However, Graham et al.
(2015); found that when unicortical screws are used in conjunction
with cables, results in proximal screws being pushed into the bone as it
is applied, causing screw loosening fixation to the bone. Furthermore,
Gordon et al. (2016) showed that osteosynthesis using plate fixation
offered no biomechanical advantages over the use of a simple cerclage
system. They suggested that revision with a longer stem would provide
superior mechanical stability regardless of the type of osteosynthesis
fixation. A similar result could be seen in the computational study by
Moazen et al. (2014) who also suggested long stem revision in both B1
and B2 fractures when considering the risk of single plate fracture.
However, Lewis et al. (2015) found that cable constructs failed in tor-
sion by the femur rotating and loosening within the cables. The con-
structs also had significantly less maximum force compared to all other
constructs in both torsional and axial loading. They found that uni-
cortical, and unicortical with cable specimens tended to fail by cata-
strophic fracture of the femur due to cracks typically stemming from
insertion sites of the screws. Clinically, many studies have reported that
cerclage wiring alone has a high failure rate, and proximal unicortical
screws in dynamic compression plates, while more stable than cerclage
wiring along, are also inadequate (Schwarzkopf et al., 2013).
In regards to the likehood of cement mantle failure when using
screws; Giesinger et al. (2014) found that plate fixation of PFF using
proximal screws with a stable cemented prosthesis didn't lead to cement
mantle failure. In contradiction, Kampshoff et al. (2010) found that use
of screws with shortened tip, smaller flutes and double threads, showed
better pull out resistance, but increase the risk of cement mantle failure.
Bicortical screws had significantly superior construct stability and pull-
out resistance when compared to unicortical screws; however bicortical
screws also increased the risk of local cement mantle failure. Ad-
ditionally, Gwinner et al. (2015) also showed that the mode of failure
was more catastrophic in proximal bicortical screw fixation; with severe
comminuted fracture patterns occurring, compared to screw pull-out
with less bone damage seen in the unicortical screws group.
Konstantinidis et al. (2017) showed that the probability of cement
mantle damage increases significantly the closer it is to the implanted
prosthesis. Direct contact of screws with cement mantle resulted in
higher incidence of cement mantle crack damage. Lever et al. (2010)
also noted that in a clinical situation; cortical screw tips could nick the
lateral surface of the femoral stem, resulting in metallic wear debris
forming during daily activities. Furthermore, some of the mechanical
stiffness measured may be due to screw impingement into cement; thus
slightly overestimating stiffness levels that could be achieved in vivo.
Demos et al. (2012) found that there was no difference between
locking screws and non-locking screws. Many studies using bicortical
screws or a LAP construct for proximal fixation showed higher rigidity
compared to unicortical screws. However, there were contradictions;
Wähnert et al. (2014) found that use of LAP did not provide the most
stability as it caused a less rigid plate. Moazen et al. (2016) found that
distal far cortical locking screws can reduce the overall effective stiff-
ness of locking plates and increase fracture movement. They also found
that the overall strength of the PFF fixation construct was maintained
when compared to bicortical fixation with distal locking screws. How-
ever, in unstable fractures, alternative fixation methods may be a better
treatment option.
Fracture gap and bridging length were also found to influence the
stability of a fixation construct; Graham et al. (2015) found that frac-
ture gap model behaves differently to the no gap model and that the
degree of fracture reduction affects whole construct stability and
bending behaviour of bone. Walcher et al. (2016) showed increased
strain with decreased over-lap or gap of the plate to stem. An FE ana-
lysis of a clinical case carried out by Moazen et al. (2012) suggested that
implementing a fracture plate with a larger bridging length may pro-
mote healing compared to a plate with shorter bridging length, dis-
playing the importance of plate positioning in Vancouver type C PFF
fixation.
4. Discussion
A total of 30 experimental and 9 computational studies published
since 2010 relating to PFF were reviewed in this paper. Several ad-
vancements and differences were summarised compared to past studies;
however, some issues still remain. Four main issues that were high-
lighted in the previous review (Moazen et al., 2011), remain important;
briefly, they are as follows;
1) Lack of standardization in methods used.
2) Variation in the level of sophistication in both experimental and
computational models; in experimental studies, there is typically a
trade-off between accuracy and consistency. In computational stu-
dies, the balance is between realism and time for development and
processing.
3) Biomechanical studies are primarily concentrated on Vancouver
type B1 fractures. With less focus on type A and C.
4) The relationship between results presented and the clinical situation
needs to be better defined. Two main issues that are clinically im-
portant are, firstly the fracture heals, and secondly, the construct
doesn't fail.
Table 1 shows that there is still a lack of standardization for testing
PFF. Current experimental studies still show a lack of consistency in
both testing procedures and measurements. This makes it difficult to
make direct and conclusive comparisons between findings. Biomecha-
nical testing comparing the two main plates for PFF fixation (The LCP
by DePuy Synthes, and NCP by Zimmer) typically use the same NCB
plates but different DePuy Synthes plates, or plates of different lengths,
making it difficult to make direct comparisons between the different
studies and plates used (Konstantinidis et al., 2010; Lever et al., 2010;
Lewis et al., 2015; Wähnert et al., 2014).
Modelling of the clinical problem is not easily done because each
PFFs case is different. The best approximation to the clinical challenge
in either experimental or computational studies is made by taking into
account all different parameters that affect the clinical result. Thus
modelling appropriate anatomic region and the stability of the fracture,
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bone stock and the stability of the implant, and patients' characteristics
as demographics are the important basic requirements that we have to
consider when making the best experimental or computational study.
Most of the biomechanical studies still concentrate on Vancouver type
B1 fractures, with no studies conducted on Vancouver type A; and only
one experimental and one computational study (Walcher et al., 2016;
Moazen et al., 2012;) on Vancouver type C fractures. This may be due to
the fact they are clinically less prevalent, and more easily treated
(Brand et al., 2015; Capone et al., 2017; Fleischman and Chen, 2015;
Lever et al., 2010). Vancouver type B2 and B3 fractures are more
challenging to conduct experimentally, with some studies using a
fracture gap to mimic an unstable fracture (Choi et al., 2010; Giesinger
et al., 2014; Graham et al., 2015; Griffiths et al., 2015; Konstantinidis
et al., 2010; Lochab et al., 2017; Sariyilmaz et al., 2014; Shah et al.,
2011; Wähnert et al., 2014, 2017). However, it is important to note that
clinically, type B2 and B3 fractures are not only unstable fractures, but
the stem itself is unstable, meaning the stem has lost the connection
with the surrounding bone and requires additional revision or treat-
ment, typically with a longer stem (Schwarzkopf et al., 2013). In ad-
dition, there are still several contradictions to which treatment method
is the ‘optimum’. The lack of standardization may be attributed to in-
adequate understanding of treatment and differentiation between
stable and unstable prosthesis; as failure to identify an unstable implant
may lead to treatment failure if osteosynthesis rather than revision
surgery is performed (Schwarzkopf et al., 2013). Thus it is important to
also have biomechanical models that differentiate between stable and
unstable prosthesis.
A distinct difference seen in present studies compared to older ones
is the reduced use of struts and increased use of the LAP and double
plating in the experimental studies. Of the 30 experimental studies,
only three cases used struts in their biomechanical experiments. This is
a stark contrast in comparison to the previous review, where of the 14
experimental cases reviewed, eight studies used struts. This is in place
of the introduction and increase in testing the biomechanical perfor-
mance of double plating and the use of a LAP or similar construct.
Clinically, there is not much data regarding the use of the LAP, how-
ever, there have been some reports of acceptable outcomes from using
an LAP to manage PFF with a well-fixed stem (Kim et al., 2017a, 2017b)
or when stability of plate is insufficient (Kammerlander et al., 2013).
Despite the significant decrease in the use of struts in biomechanical
testing; clinically struts in conjunction with plate fixation are still
widely used for PFF fixation treatment, with some studies showing
positive clinical outcomes (Barden et al., 2003; Khashan et al., 2013;
Kim et al., 2017a, 2017b).
Another interesting and perhaps important development is the in-
creased use of computational modelling in simulating PFF and its
fixation methods; possibly because researchers have realised the added
value of using this approach. The review of Moazen et al. (2011) re-
ported only two computational studies; here nine cases were reviewed,
ranging from simple models to more complex situations such as in-
vestigating femoral density changes in response to bone fracture plate
and hip implant (Avval et al., 2016), or modelling clinical cases
(Moazen et al., 2012). While experimental studies remain the key
component of these biomechanical studies, there is no doubt in the
value that computational studies bring to testing and evaluating effec-
tive fixation methods in a greater range of fracture scenarios and more
complex situations. Several computational studies were corroborated
against experimental results (Dubov et al., 2011; Ebrahimi et al., 2012;
Lenz et al., 2013; Shah et al., 2011) demonstrating their validity.
However, whether clinicians or researchers on the whole have con-
fidence in the outcome of computational results over experimental is
still a matter of debate.
From a clinical point of view, the crucial outcome is that the frac-
ture heals, return to pre-injury function, and the construct itself doesn't
fail. Much of the research has hence focused on construct stiffness; and
this is still the case in many of the present studies which highlight the
higher construct overall stiffness as the “better” fixation; this is despite
studies shown by several groups that locking plates (depending on how
they are applied) lead to overly rigid fixations that can supress callus
formation (Lujan et al., 2010; Moazen et al., 2012). This can be partial
since we still do not know the overall stiffness of PFF fixations in situ,
and that can be widely different to the way that they have been tested
biomechanically. An interesting development in response to this has
been the introduction of far cortical locking technology (Bottlang et al.,
2009; Bottlang and Feist, 2011); commercially named MotionLoc, and
can be used in Zimmer NCB plates. The screws lock into the plate and
bypasses the near cortex, reducing the effective stiffness of locking
plates compared to standard locking screws that are secured in both
near and far cortices, limiting the rigidity of the fixation and supporting
callus formation. While there are some clinical data available that show
some positive results in the use of far cortical locking screws, particu-
larly in distal periprosthetic femoral fractures (Bottlang et al., 2010;
Ries et al., 2013; Wang et al., 2018); none, to the best of our knowledge
have reported any clinical data regarding PFF after THA specifically.
Thus more clinical data regarding the use of these new plating
methods or technologies needs to be reported to better translate and
validate experimental and computational data. In this review, only one
study (Moazen et al., 2016) focused on far cortical locking screws; again
demonstrating the importance of computational studies in testing more
complex scenarios. There has been evidence of experimental and
computational studies being translated into clinical practise; studies by
Gordon et al. (2016) and Moazen et al. (2014) advocated long stem
revision in cases of B1 and B2 fracture treatment; this aligns with
clinical data of patients with failed B1 fracture osteosynthesis showed
that revision to a long stem provided good results (Cassidy et al., 2018;
Randelli et al., 2018). Cassidy et al. (2018) suggested that revision
rather than repeat fixation, regardless of how well fixed the stem ap-
pears would be optimum.
Present biomechanical studies used either cemented or uncemented
hip stems; however, no studies made a no direct comparison between
the two and its effects on the biomechanical performance of the fixation
construct. Thus it is difficult to say whether or not the literature for one
prosthesis implantation method can be applied to the other; conse-
quently whether subsequent treatment methods derived from bio-
mechanical studies where most studies used cemented prosthesis (22
out of 30 experimental, and 4 out of 9 computational), can be used for
uncemented and vice versa. Thus the relationship between cemented
versus uncemented hip prostheses and its fixation methods needs fur-
ther research in order to provide more clinically relevant data, this is
particularly paramount as the use of uncemented stems is increasing for
THA (Kim et al., 2015; Philippe et al., 2015).
It is also important to consider that clinically, there is different
behaviour between cemented and uncemented THA. Failure is more
likely to occur in patients who underwent uncemented THA (Wyatt,
2014). However, Wyatt (2014) noted that a 13-year long follow up of
THA cases showed that there was no significant difference in revision
between implantation methods; suggesting the higher early revision
rate may be due to intraoperative events from an inexperienced surgical
team. However, this contradicted the Swedish registry results, which
show that uncemented stems are revised twice as frequently as ce-
mented stems during the first five years, and that cemented stems were
ten times less likely to require revision for periprosthetic fracture.
The Vancouver classification system for treating PFF was originally
developed for THAs with cemented femoral components (Duncan and
Masri, 1995), and does not differentiate treatment between cemented
and uncemented hip stems; thus raising the question of can direct
comparisons for treatment of PFF to be made between cemented and
uncemented prostheses. While the Vancouver classification system is
reported to be reliable and valid, it is difficult to strictly apply rules for
treatment in some cases as there is no objective standard to assess the
bone quality or prosthetic stability, and is an arguable drawback of the
Vancouver classification system (Park et al., 2011). Another caveat of
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this system is that it cannot differentiate between stable and unstable
prosthesis easily, which is one of the most crucial parts of treatment.
Thus it would be useful if different types of PFF models that are not
easily recognised in the clinical setting could be simulated experimen-
tally and computationally.
Another critical issue that needs to be discussed is the lack of os-
teoporotic bone models; in most studies, the bone quality that was si-
mulated experimentally and computationally could be considered
normal healthy bone stock, and not osteoporotic bone seen in patients
with high risk of PFF; with only 3 studies using osteoporotic bone
models, two of which did compare bone quality (Lehmann et al., 2010;
Leonidou et al., 2015; Wang et al., 2016). The same issues can be raised
as to whether or not results from current biomechanical studies can be
translated into clinical cases, and thus further studies using osteoporotic
bone models is required.
While these issues still exist, it is important to recognize the im-
proved strides made towards understanding the underlying issues of
PFF and its treatment methods. With the increased interest in PFF,
many of the current studies show a higher level of sophistication in
their methods used. This is reflected in many of the studies showing
more consideration and highlighting parameters that may affect PFF
that were not previously tested in earlier studies (Moazen et al., 2011);
such as fracture gap (simulating unstable fracture), cement mantle in-
tegrity, bridging length, and plate type used. Comparison of bio-
mechanical performance between constructs in different situations was
also studied (e.g. before fracture, fracture with a plate, healed fracture
gap - Giesinger et al., 2014; Graham et al., 2015; Griffiths et al., 2015).
The interest in improving PFF fixation has also seen the development of
new commercially available plates specifically designed for PFF. Sev-
eral studies have made comparisons on the two major plates used for
PFF; the LCP and NCL plate, as well the LAP (Griffiths et al., 2015; Lenz
et al., 2012b, 2016b).
5. Conclusion
This review follows our earlier review of experimental and com-
putational modelling of PFF fixation (Moazen et al., 2011). While there
have been improvements in the way biomechanical testing of PFF
fixation is carried out, the lack of literature to address the situations
described above hinders its translation into clinical practise. In parti-
cular, the optimal treatment for Vancouver type B fractures remains
controversial with experimental data not always reflecting actions oc-
curring in situ. This is primarily due to available literature; which
mainly consists of small to medium-sized heterogeneous case studies
that offer little comparative evidence (Fleischman and Chen, 2015).
With the incidence of PFF expected to rise, a consensus on biomecha-
nical testing methods, and subsequent optimum treatment methods
need to be achieved. The effect of cemented versus uncemented pros-
thesis on fixation methods needs further research, as well as the de-
velopment of more osteoporotic bone models. An effective method can
be seen in using experimental methods in conjunction with computa-
tional methods to help bridge this gap and develop more clinically re-
levant models.
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